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6" MINIMUM TYPE 2 CLASS B
AGGREGATE BASE COMPACTED
T0 95% M.D.D.; SUBGRADE
COMPACTED TO 90% M.D.D.

3" MINIMUM TYPE 3
A.C. PAVEMENT WITH
TYPE II MICRO SEAL

TYPICAL SECTION

NOTES:

1. ALL CONSTRUCTION SHALL CONFORM TO LATEST EDITION OF STANDARD SPECIFICATIONS FOR PUBLIC
WORKS CONSTRUCTION, THE LATEST STANDARD DETAILS AND ALL OTHER APPLICABLE CODES.

2. ONE 30"X30" SIGN SHALL BE PLACED ON EACH END OF EMERGENCY ACCESS ROAD AND SHALL READ
"EMERGENCY VEHICLES ONLY. NOT A PUBLIC STREET.” REFER TO DETAIL AND MUTCD.

5. ADDITIONAL EASEMENT MAY BE REQUIRED AT INTERSECTIONS.

4. BACKFILL FOR A MINIMUM DISTANCE OF 2' BEHIND CURB. BACKFILL SHALL BE COMPACTED TO 90%
M.D.D. AND SHALL BE EITHER TYPE 2 CLASS B BASE OR CLASS A BACKFILL.

5. ADDITIONAL EASEMENTS AND ROADWAY WIDTH MAY BE REQUIRED BY COUNTY ENGINEER.

6. ALL GATES AND PAVEMENT WIDTHS SHALL BE TO THE SATISFACTION OF THE COUNTY ENGINEER AND
LOCAL FIRE DEPARTMENT.
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